$SDATESS

(BRIDGE OMISSION) STA. 250+48. 75 TO STA. 251+469. 25

©PROPOSED TYPICAL CROSS SECTION I ——— e

CONTRACT NQ. 70028

* (15,18-20)RS-2 & (15-22)RS-2
STA. 119+1e.79 TO STA. 250+48. 75

*» COLES & CUMBERLAND

STA., 251+69.25 TO STA. 286+88. (8
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BITUMINOUS SHOULDER, SUPERPAVE,
{168%/5Q.YD.)
BITUMINOUS SURFACE REMOVAL, 1/, BITUMINOUS SURFACE REMOVAL, 6/
AGGREGATE SHOULDERS, TYPE B
- — *POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, (WEDGE,SA E_SHO
UCTURAL DESIGN TRAFFIC YEAR: PAVE, 1L-19.0, N105, (532 LBS./SQ. YD.
AGGREGATE SHOULDERS, TYPE B SUPERFAVE, IL-13.0, N10S 85./50. YD)
PV= 15,086 SU= 795 MU= 8,839 (WEDGE) POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE,
ROAD CLASSIFICATION: INTERSTATE SUPERPAVE, MIXTURE "D, N105, (168 LBS./SQ. YD.)
PERCENT OF STRUCTURAL DESIGN TRAFFIC IN DESIGN LANE
P= 32 5= 45 M= 45
*NOTE: DRIVING LANE BINDER SHALL BE PLACED IN 2 LIFTS.
EACH LIFT SHALL BE A MINIMUM OF 21/,
STA. 286+88. 78 TO STA. 340+00. 00
f
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AGGREGATE SHOULDERS, TYPE B

-

BITUMINOUS SHOULDER, SUPERPAVE,

(168*/50.YD.)
BITUMINOUS SURFACE REMOVAL, 1/ BITUMINOUS SURFACE REMOVAL, 6!/ /
*POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, AGGREGATE SHOULDERS, TYPE B
SUPERPAVE, IL-19.0, NI05, (532 LBS./SQ. YD.) (WEDGE)

(WEDGE)

POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE,
SUPERPAVE, MIXTURE D, N10S5, (168 LBS./SQ. YD.)

*NOTE: DRIVING LANE BINDER SHALL BE PLACED IN 2 LIFTS.
EACH LIFT SHALL BE A MINIMUM OF 2V,

*DGN-SPECY




